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HIGH SPEED HIGH HEAVY CUTTING GANTRY MACHINING CENTER

W Load KG

High rigidity Heavy cutting High precision

Cutting Parameter Materials V series VP series B series
Metal removal rate (milling) S45C 717cm/min 440cm/min 1056cm/min
Max. drilling diameter S45C ¢50 ¢35 ®60
Max. tapping diameter 845C Mazta s M2472.5 M4875 Model Unit L W H  Load Model Unit L W H  Load

BF-1613V mm | 1600 | 1400 | 600 3000KG BES2513]8 mm | 2600 | 1800 | 900 | 12000KG

BF-2016V mm | 2000 | 1600 | 800 5000KG BF-3023L mm | 3200 | 2300 100 | 12000KG

BES25i )/ mm | 2400 | 1400 | 600 4000KG BF-3026L mm | 3200 | 2600 | 1000 | 16000KG

BES2518Y/ mm | 2600 | 1800 | 900 8000KG BF-4023L mm | 4200 | 2300 | 1000 | 16000KG

BF-2016L mm | 2200 | 1600 | 800 5000KG BF-4026L mm | 4200 | 2600 | 1000 | 22000KG

Output [Kw] Torque [N.m]
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Standard spindle motor power/torque characteristics
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Model Unit A B C Model Unit A B C
BE=1613\/ mm 5100 3500 4000 BE=25{8[8 mm 7800 4800 4600
BF-2016V mm 7060 4150 4260 BE=3023L mm 8500 5000 4800
BES25i8V mm 6900 4000 4000 BF-3026L mm 8500 5300 5000
BE=25/18\/ mm 7500 5000 4600 BF-4023L mm 11000 5000 4800
BF-2016L mm 6400 4800 4200 BF-4026L mm 11000 5300 5000

Foundation requirements:

1. The thickness of the foundation concrete is
more than 500mm.

2. The following concrete is paved with more
than 300mm cobblestone.

3. Foundation range flatness is within 5mm.
4. Foundation resistance above 10 ton/m.

3 axis optional ball screw and bearing circulation oil cooling system
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Machine parameters Unit BF-1613VP BF-2016VP BF-2518VP
3 axis travel (X*Y*Z) mm 1600x1400x600 2000x1600x800 2600x1800x900
Worktable mm 1650x1100 2200x1300 2700x1400
T-slot spec mm 7-18x150 =226190 7-22x180
Maximum load kg 3000 5000 8000
Gantry width mm 1430 1630 1750
Spindle nose to table mm 180-780 200-1020 250-1150
X/Y/ Z axis motor power KW 3.0/3.0/3.0 7.0/4.5/4.5 7.0/7.0/7.0
X/IY/Z rapid feed m/min 20/20/20 15/15/15 15/15/12
Controller Mitsubishi M80/Fanuc 0i-MF PLUS/Siemens 828D
Spindle taper and spec BBT40-45° BBI50545¢8 BBT50-45°
Spindle speed rpm 12000 10000 6000
Spindle motor power kw 11/15 il5/Hi815 22/26
Positioning accuracy mm +0.005/300 +(0.005/300 +0.005/300
Repeat positioning accuracy mm +0.003/300 +0.003/300 +0.003/300
Air pressure spec kg/cm 6~ 7bar 6~ 7bar 6~ 7bar
Dimension mm 5100x3500x4000 7060x4150x4260 7500x5000x4600
Weight kg 13000 18000 28000
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Machine parameters | Unit | BF-1613V BF-2016V BF-2513V BF-2518V BF-2016L
3 axis travel (X*Y*Z) mm 1600x1400x600 2000x1600x800 2400x1400x600 2600x1800x900 2200x1600x800
Worktable mm 1650x1100 2200x1300 2500x1100 2700x1400 2200x1300
T-slot spec mm 7-18x150 7=22x190 7-18x150 7-22x180 6-22x190
Maximum load kg 3000 5000 4000 8000 5000
Gantry width mm 1430 1630 1430 1750 1630
Spindle nose to table mm 180-780 200-1020 180-780 250-1150 250-1050
X/Y! Z axis motor power KW 3.0/3.0/3.0 7.0/4.5/4.5 4.5/4.5/4.5 7.0/7.0/7.0 7.0/4.5/4.5
X/YIZ rapid feed m/min 20/20/20 15/15/15 15/15/12 15/15/12 15/15/12
Controller Mitsubishi M80/Fanuc 0i-MF PLUS/Siemens 828D
Spindle taper and spec BBT40-45° BBT50-45° BT40-45° BT50-45° BT50-45°
Spindle speed rpm 12000 10000 12000 6000 6000
Spindle motor power HP (kw) 11/15 15/18.5 11/15 22/26 22/26
Positioning accuracy mm +0.005/300 +(0.005/300 +(0.005/300 +(0.005/300 +0.005/300
Repeat positioning accuracy MM +0.003/300 +(0.003/300 +0.003/300 +(0.003/300 +0.003/300
Air pressure spec kg/cm? 6~ 7bar 6~ 7bar 6~ 7bar 6~ 7bar 6~ 7bar
Dimension mm 5100x3500x4000 7060x4150x4260 6900x4000x4000 7500x5000x4600 6400x4800x4200
Weight kg 13000 18000 17000 28000 21000
Machine parameters | Unit | BF-2518L BF-3023L BF-3026L BF-4023L BF-4026L
3 axis travel (X*Y*Z) mm 2600x1800x900 3200x2300x1000 3200x2600x1000 4200x2300x1000 4200x2600x1000
Worktable mm 2700x1400 3000x1800 3000x2200 4000x1800 4000x2200
T-slot spec mm 7-22x180 10-22x180 11-26x200 10-22x180 11-26x200
Maximum load kg 8000 12000 16000 16000 22000
Gantry width mm 1750 2350 2650 2350 2650
Spindle nose to table mm 200-1100 280-1280 280-1280 280-1280 280-1280
XIY/ Z axis motor power KW 6.0/3.0/3.0 7.0/7.0/7.0 7.0/7.0/7.0 7.0/7.0/7.0 7.0/7.0/7.0
XIYIZ rapid feed m/min 15/15/12 12/12/12 12/12/12 12/12/12 12/12/12
Controller Mitsubishi M80/Fanuc 0i-MF PLUS/Siemens 828D
Spindle taper and spec BT50-45° BT50-45° BT50=45° BT50-45° BT50-45°
Spindle speed rpm 6000 6000 6000 6000 6000
Spindle motor power HP (kw) 5/18.5 22126 22126 22126 22126
Positioning accuracy mm +0.005/300 +0.005/300 +0.005/300 +0.005/300 +0.005/300
Repeat positioning accuracy MM +0.003/300 +(0.003/300 +0.003/300 +0.003/300 +0.003/300
Air pressure spec kg/lcm? 6~ 7bar 6~ 7bar 6~ 7bar 6~ 7bar 6~ 7bar
Dimension mm 7800X4800X4600 | 8500X5000X4800 8500x5300x5000 | 11000X5000X4800 | 11000X5300X5000
Weight kg 28000 30000 35000 36000 42000






